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strut channel (Typ)
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Liquidtight Flexible
Metal Conduit (Typ)

Conduit hub
(Typ)
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strut channel (Typ)

Top of Platform
Steel

SECTION D-D

SCALE: 1:10

«——Face of crossbeam

Conduit
penetrations

Liquidtight Flexible
/ Metal Conduit

U-bolt
(Size as required)

Combination type coupling
0-7Z/ GCedney type 4Q-FM
or equal, size as required

DETAIL 1
NOT TO SCALE
See Section A-A, sheet E-T78

RGS Conduit

41 mm x 41mm

strut channel (Typ)T

COEEM

al

2060{1)

Stainless steel
wireway, Nema 4X

(Typ)

41 "mm—x—41mm
strut chiannel

Top of Platform
Steel

Panel/Terminal Box —

Panel Rack #2

Metal Conduit
(Typ)

/o
/L 206x206

(Typ)i\%

SECTION E-E

SCALE: 1:10
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REGISTERED ELECTRICAL ENGINEER DATE

PLANS APPROVAL DATE
PB AMERICAS, Inc.
A Parsons Brinckerhoff Company

303 Second St., Suite TOON
San Francisco, CA  94107-1317

The State of California or its officers or agents shall not be responsible for
the accuracy or completeness of electronic copies of this plan sheef.

Caltrans now has a web site! To get to the web site, go fo http:/ /www.dot.ca.gov

@

See Details 1 and 2
as applicable (Typ)

Specified dimension is _approximate and
may be adjusted to suit field condition.

All conduit hubs and fittings shall be
watertight and PVC coated when
installed outdoor. Conduit hubs shall
be provided with insulated ground
bushing.
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RR | RG
/O\ |03/30/05| SERVICE PLATFORM ELECTRICAL CHANGES | WP | SE | 55

Conduit Fitting MARK | DATE DESCRIPTIONS BY |CH’'D|CcO# -
Type "LB" or "UB", size as required REVISIONS 2z
, CONTRACT CHANGE ORDER NO. 83
Conduit N
penetrations SHEET OF Sz
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(Size as required) DETAELS §§
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